PCF-PARTICULATE FILTERED GRILLE
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DESCRIPTION:

The PCF type particulate filters are designed for applications in operating room, clean room and hygienic

ambiences in textile industry. They are suitable for wall or duct installations.

CONSTRUCTION:
The main casing is manufactured from AISI304 Cr-Ni steel.

The filter element is from 0.5x@0.3mm AISI304 Cr-Ni Steel

APPLICATION:

The particulate filters hold the particulates in the extracted air and prevent them to enter the duct. The filter
element can easily be removed by opening the cover. The whole unit is made from stainlees steel. The cover is

secured by screwed knobs or triangular socket locks.

FINISHING:

Stainless Steel AISI 304 or Painted Electrostatic Powder manufacturing can be made.
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STANDARD SIZES:
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QUICK SELECTION
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g;;ij%u Fifective HAVA HIZLARI / AIR VELOCITY m/s

WxH

mmxmm | m2 1,5 ms 2,0 m/s 2,5 mss 3,0 mss 4,0 m/s 5,0 mss 6,0 mss
100x100 | 0,010 54,0 |m’h| 72,0 |[m’h| 90,0 |[m’/h| 108,0 |m’h| 144,0 | m’h| 180,0 | m*’h| 216,0 | m’h
200x100 | 0,020 | 108,0 |m’h| 144,0 |m’h| 180,0 | m*’h| 216,0 | m’/h | 288,0 |m’/h| 360,0 | m’h| 432,0 | m’h
300x100 | 0,030 | 162,0 |m’h| 216,0 | m’h| 270,0 | m*h| 324,0 |m’h| 432,0 |m’/h| 540,0 | m’/h| 648,0 | m’/h
400x100 | 0,040 | 216,0 |m’/h| 288,0 | m’h| 360,0 | m’h| 432,0 | m’h| 576,0 | m’h| 720,0 |m’/h| 864,0 |m’h
500x100 | 0,050 | 270,0 | m’/h| 360,0 | m’/h| 450,0 | m’/h| 540,0 | m’/h| 720,0 | m’’h | 900,0 | m’h | 1080,0 | m’/h
600x100 | 0,060 | 324,0 | m’/h| 432,0 | m’/h| 540,0 | m’/h | 648,0 | m’/h | 864,0 | m’/h | 1080,0 | m*/h | 1296,0 | m’/h
700x100 | 0,070 | 378,0 | m’/h| 504,0 | m’/h| 630,0 | m’’h| 756,0 | m’/h | 1008,0 | m*/h | 1260,0 | m*/h | 1512,0 | m’/h
800x100 | 0,080 | 432,0 |m*h| 576,0 | m*%h| 720,0 | m*h| 864,0 | m*h| 1152,0 | m*h | 1440,0 | m*h | 1728,0 | m*h
900x100 | 0,090 | 486,0 |m*h| 648,0 | m*h| 810,0 | m*h| 972,0 | m*h | 1296,0 | m*h | 1620,0 | m*h | 1944,0 | m*h
100x200 | 0,020 | 108,0 | m’h| 144,0 | m’h| 180,0 |m’/h| 216,0 | m’/h | 288,0 | m’h| 360,0 | m*’h| 432,0 | m’h
200x200 | 0,040 | 216,0 |m’h| 288,0 | m’h| 360,0 | m*’h| 432,0 |m’h| 576,0 |m’/h| 720,0 | m’h| 864,0 | m’/h
300x200 | 0,060 | 324,0 |m’h| 432,0 |m’h| 540,0 | m*h| 648,0 | m’h| 864,0 |m’/h| 1080,0 | m’/h | 1296,0 | m*/h
400x200 | 0,080 | 432,0 |m’h| 576,0 |m’h| 720,0 | m’h| 864,0 | m*h| 1152,0 | m*h | 1440,0 | m’/h | 1728,0 | m’/h
500x200 | 0,100 | 540,0 |m’h| 720,0 | m’h| 900,0 | m*h | 1080,0 | m*/h | 1440,0 | m*/h | 1800,0 | m’/h | 2160,0 | m*/h
600x200 | 0,120 | 648,0 |m’h| 864,0 | m’h| 1080,0 | m*h | 1296,0 | m*/h | 1728,0 | m*/h | 2160,0 | m*/h | 2592,0 | m*/h
700x200 | 0,140 | 756,0 | m’/h | 1008,0 | m*/h | 1260,0 | m*/h | 1512,0 | m*/h | 2016,0 | m*/h | 2520,0 | m’*/h | 3024,0 | m’/h
800x200 | 0,160 | 864,0 |m*h | 1152,0 | m*%h | 1440,0 | m*h | 1728,0 | m*h | 2304,0 | m*h | 2880,0 | m*h | 3456,0 | m*/h
900x200 | 0,180 | 972,0 |m*h | 1296,0 | m*%h | 1620,0 | m*h | 1944,0 | m*h | 2592,0 | m*h | 3240,0 | m*h | 3888,0 | m*h
100x300 | 0,030 | 162,0 |m*h| 216,0 |m’h| 270,0 | m’h| 324,0 |m’h| 432,0 | m’h| 540,0 | m’/h| 648,0 | m’/h
200x300 | 0,060 | 324,0 | m’/h| 432,0 | m’/h| 540,0 | m’/h | 648,0 | m’/h | 864,0 | m’/h | 1080,0 | m*/h | 1296,0 | m’/h
300x300 | 0,090 | 486,0 |m’h| 648,0 | m’h| 810,0 | m*’h| 972,0 |m’h | 1296,0 | m’/h | 1620,0 | m’/h | 1944,0 | m*/h
400x300 | 0,120 | 648,0 |m’/h| 864,0 | m’/h | 1080,0 | m’/h | 1296,0 | m*/h | 1728,0 | m*h | 2160,0 | m’/h | 2592,0 | m*/h
500x300 | 0,150 | 810,0 | m’h | 1080,0 | m*h | 1350,0 | m*h | 1620,0 | m*/h | 2160,0 | m*/h | 2700,0 | m*/h | 3240,0 | m*/h
600x300 | 0,180 | 972,0 | m’h| 1296,0 | m*/h | 1620,0 | m*h | 1944,0 | m*/h | 2592,0 | m*/h | 3240,0 | m’/h | 3888,0 | m’/h
700x300 | 0,210 | 1134,0 | m*/h | 1512,0 | m*/h | 1890,0 | m*h | 2268,0 | m*/h | 3024,0 | m*/h | 3780,0 | m’/h | 4536,0 | m*/h
800x300 | 0,240 | 1296,0 | m’/h | 1728,0 | m*/h | 2160,0 | m*/h | 2592,0 | m*h | 3456,0 | m*/h | 4320,0 | m’/h | 5184,0 | m’/h
900x300 | 0,180 | 972,0 |m*h | 1296,0 | m*%h | 1620,0 | m*h | 1944,0 | m*h | 2592,0 | m*h | 3240,0 | m*h | 3888,0 | m*h
100x400 | 0,040 | 216,0 |m’h| 288,0 |m’h| 360,0 | m’h| 432,0 |m’h| 576,0 | m’/h| 720,0 | m’/h| 864,0 | m’/h
200x400 | 0,080 | 432,0 |m’/h| 576,0 | m’/h| 720,0 | m’/h| 864,0 | m’/h | 1152,0 | m’/h | 1440,0 | m*/h | 1728,0 | m’/h
300x400 | 0,120 | 648,0 | m’/h | 864,0 | m’/h | 1080,0 | m*/h | 1296,0 | m*/h | 1728,0 | m*/h | 2160,0 | m*/h | 2592,0 | m’/h
400x400 | 0,160 | 864,0 |m*h | 1152,0 | m*%h | 1440,0 | m*h | 1728,0 | m*h | 2304,0 | m*h | 2880,0 | m*h | 3456,0 | m*/h
500x400 | 0,200 | 1080,0 | m’/h | 1440,0 | m*/h | 1800,0 | m*h | 2160,0 | m*/h | 2880,0 | m*/h | 3600,0 | m’/h | 4320,0 | m*/h
600x400 | 0,240 | 1296,0 | m*/h | 1728,0 | m*/h | 2160,0 | m*h | 2592,0 | m*/h | 3456,0 | m*/h | 4320,0 | m’/h | 5184,0 | m*/h
700x400 | 0,280 | 1512,0 | m*/h | 2016,0 | m*/h | 2520,0 | m*h | 3024,0 | m*/h | 4032,0 | m*/h | 5040,0 | m’/h | 6048,0 | m*/h
800x400 | 0,320 | 1728,0 | m’/h | 2304,0 | m’/h | 2880,0 | m*/h | 3456,0 | m*/h | 4608,0 | m*h | 5760,0 | m’/h | 6912,0 | m’/h
900x400 | 0,360 | 1944,0 | m’/h | 2592,0 | m*/h | 3240,0 | m*/h | 3888,0 | m*h | 5184,0 | m*h | 6480,0 | m’/h | 7776,0 | m’/h
100x500 | 0,050 | 270,0 |m’h| 360,0 | m’h| 450,0 | m’h| 540,0 | m’h| 720,0 | m’h| 900,0 | m’h | 1080,0 | m’/h
200x500 | 0,100 | 540,0 | m’h| 720,0 | m’/h| 900,0 | m’h | 1080,0 | m*/h | 1440,0 | m*/h | 1800,0 | m*/h | 2160,0 | m’/h
300x500 | 0,150 | 810,0 | m’h | 1080,0 | m*/h | 1350,0 | m*/h | 1620,0 | m*/h | 2160,0 | m*/h | 2700,0 | m*/h | 3240,0 | m’/h
400x500 | 0,200 | 1080,0 | m*h | 1440,0 | m*h | 1800,0 | m*h | 2160,0 | m*h | 2880,0 | m*h | 3600,0 | m*h | 4320,0 | m*h
500x500 | 0,250 | 1350,0 | m*/h | 1800,0 | m*/h | 2250,0 | m*/h | 2700,0 | m*/h | 3600,0 | m*/h | 4500,0 | m*/h | 5400,0 | m*/h
600x500 | 0,300 | 1620,0 | m*/h | 2160,0 | m*/h | 2700,0 | m*/h | 3240,0 | m*/h | 4320,0 | m*/h | 5400,0 | m*/h | 6480,0 | m’/h
700x500 | 0,350 | 1890,0 | m*/h | 2520,0 | m*h | 3150,0 | m*h | 3780,0 | m*/h | 5040,0 | m*/h | 6300,0 | m’/h | 7560,0 | m*/h
800x500 | 0,400 | 2160,0 | m’/h | 2880,0 | m’/h | 3600,0 | m*/h | 4320,0 | m*h | 5760,0 | m*h | 7200,0 | m*/h | 8640,0 | m’/h
900x500 | 0,450 | 2430,0 | m’/h | 3240,0 | m*/h | 4050,0 | m*/h | 4860,0 | m*/h | 6480,0 | m*h | 8100,0 | m*/h | 9720,0 | m*/h
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MOUNTING DETAILS

Mounted either directly

to the channel or to wall.

A
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ORDER PARAMETERS
PCF SS 00 |RAL9010| SM | N 400x500

N: Neck Size
(mm)

00: No Mounting
SS: Stainless Steel SM: Screw Mounting

00: Without damper 00: No coating
OFD: Opposite Flap Damper 3 0 4 :Stainless steel (AISI 304)
PFD: Parallel Flap Damper RAL----: Colour Code
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